
Roofinox Plus matte 304 
The ribbed stainless steel

Technical Information

•	 General information: Roofinox Plus matte 0.15” should be used 

in accordance with the latest technical standards, professional 

regulations and norms. Roofinox Plus matte is the metal sheet-

ing for the building envelope. No matter whether it is used for 

cold or warm roofs, for façades, flashing or rainware , it is ideal 

for almost all requirements.

•	 Areas of application:  Roofinox Plus matte 0.15” in 304 is ideal 

for normal rural, urban and industrial environments. For use 

close to the sea and in the case of more demanding require-

ments, e.g. for industrial environments, alloy 316L or higher 

should be used. Depending on the area of use, a higher alloyed 

stainless steel may be necessary. Please ask us if you are uncer-

tain, or if customers have specific requirements.

•	 Transport and storage: Roofinox Plus matte 0.15” must be 

transported and stored under dry, ventilated conditions.

•	 Processing: Roofinox Plus matte 0.15” is ideal for cold forming 

(folding, rounding, and roll-forming). For processing, suitable 

tools should be used (ideally made of stainless steel) and ma-

chines should be set for use with stainless steel. Roofinox Plus 

matte can be processed at low temperatures.

•	 Soldering: Make sure that only orthophosphoric acid-based flux 

is used. It is also important to clean quickly with fresh water (or 

a cleaning agent recommended by the manufacturer) after sol-

dering. The instructions on our information sheet on soldering 

should be followed.

•	 Passive layer: When the alloying element chrome comes in 

contact with air or precipitation, Roofinox stainless steel de-

velops a passive layer which ensures that Roofinox does not 

rust. Should the process be disturbed, this is not a problem, 

as long as it is detected at an early stage. Simply remove the 

entire corrosive medium using cleaning agents recommend-

ed by us and rinse with fresh water. The passive layer will be 

restored within hours and the Roofinox stainless steel will be 

100% intact with all its advantages.

•	 Corrosion: Technically speaking, corrosion is the reaction of 

a substance with its environment that causes a measurable 

change in the material. With Roofinox stainless steel, there 

are very few environmental influences that can lead to such 

a reaction. In normal use, there are 2 factors that can cause 

Roofinox stainless steel to rust: 

1. Extraneous rust: If iron particles come into contact with 

Roofinox stainless steel – for example through abrasion by a 

non-cleaned tool, rust film caused by abrasive cutting, water 

dripping from steel components etc. – and react with water, 

it will rust, but can nevertheless be easily restored (see “pas-

sive layer”). 

Benefits

•	 Significant increase in surface stability via ribbed embossing  

of .015” stainless steel

•	 20% price reduction per m2 due to reduction in material

•	 Optical refraction for smoother appearance

•	 Less sensitive when processing

•	 Reduced ripple thanks to diffusion of light

•	 Increased resistance to hail

•	 Very easy to solder due to the embossed finish

•	 Extremely easy to clean

Product description 

Roofinox Plus matte 304 0.15” is an austenitic stainless steel 

(304) with an embossed ribbed finish. The austenitic stainless 

steel owes its corrosion properties to the alloying elements 

chromium and nickel – properties that make this the most versa-

tile stainless steel. The ribbed finish is achieved with a positive/

negative embossing of the Roofinox stainless steel. This embos-

sed finish is specially designed for use on roofs and façades and 

creates a smoother appearance via diffusion of light and reduces 

the visible effects of oil-canning.

Instructions for use / recommendations

Roofinox Plus matt 1.4301

Der rippgeprägte Edelstahl

Technisches Datenblatt

Produktbeschreibung 

Bei Roofinox Plus matt 0,4 mm handelt es sich um einen  

austenitischen Edelstahl (1.4301) mit einer Rippprägung. Der 

austentische Edelstahl erhält durch die Legierungselemen-

te Chrom und Nickel seine Korrosionseigenschaften, die 

ihn zum weitverbreitetsten Edelstahl machen. Die Rippprä-

gung erfolgt als positiv/negativ Prägung in den Roofinox 

Edelstahl. Diese Prägung wurde speziell für den Einsatz 

im Bereich Dach und Fassade entwickelt und schafft durch 

Lichtdiffusion ein optisch glatteres Erscheinungsbild. 

Vorteile 

• Deutliche Flächenstabilitätssteigerung durch  

Rippprägung bei 0,4 mm starkem Edelstahl

• 20 % Preisersparnis pro m2 durch Materialeinsparung

• Optische Lichtbrechung für glatteres Erscheinungsbild

• Unempfindlicher in der Verarbeitung

• Reduzierte Welligkeit durch Lichtdiffusion

• Noch widerstandsfähiger bei Hagelschlag

• Beste Lötbarkeit durch Prägung

• Perfekte Reinigungsmöglichkeiten

Anwendungshinweise und Empfehlungen

• Allgemeines: Grundsätzlich ist Roofinox Plus matt 0,4 mm  

nach dem jeweils aktuellen technischen Stand, Fachregeln und  

Normen einzusetzen. Roofinox Plus matt 0,4 mm ist das Blech für 

die Gebäudehülle. Egal ob Warm- oder Kaltdach, ob Fassade, 

Verblechung oder Entwässerung, es ist ideal für die meisten 

Anforderungen. 

• Einsatzgebiete: Roofinox Plus matt 0,4 mm 1.4301 ist im normalen  

ländlichen, städtischen und industriellen Bereich ideal ein- 

setzbar. In Meeresnähe sowie bei erhöhten Anforderungen 

durch z. B. Industrie ist mindestens die Legierung 1.4404 

einzusetzen. Je nach Anforderung ist auch ein noch höher 

legierter Edelstahl notwendig. Bei Unsicherheit oder ganz 

konkreten Anforderungen durch den Kunden ist Rücksprache 

mit uns zu halten. 

• Transport und Lagerung: Der Transport und die Lagerung  

von Roofinox Plus matt 0,4 mm muss trocken und belüftet erfolgen. 

• Verarbeitung Roofinox Plus 0,4 mm lässt sich besonders gut 

kaltumformen (kanten, runden, profilieren). Für die Verarbei-

tung muss gut gereinigtes Werkzeug (im Idealfall Edelstahlwerk- 

zeug) verwendet und Maschinen für die Nutzung von Edelstahl 

eingestellt werden (siehe Korrosion). Roofinox Plus 0,4 mm 

kann auch bei niedrigen Temperaturen verarbeitet werden. 

• Löten: Unbedingt Lötwasser auf Basis von Phosphorsäure 

verwenden. Ein schnelles Reinigen mit Wasser (oder vom 

Hersteller empfohlenes Reinigungsmittel) nach dem Lötvor- 

gang ist ebenso wichtig. Unser Merkblatt zum Weichlöten  

muss beachtet werden. 

• Passivschicht: Roofinox Edelstahl erhält dank dem Legierungs- 

element Chrom im Kontakt mit Sauerstoff aus Luft oder Wasser 

eine Passivschicht, die dafür sorgt, dass Roofinox nicht rostet. 

Wird diese Passivschicht unterbrochen, kann auch Roofinox 

Edelstahl rosten. Dies stellt jedoch bei frühzeitiger Erkennung 

kein Problem dar. Das Angriffsmedium ist mittels von uns 

empfohlenem Reinigungsmittel komplett zu entfernen und mit 

frischem Wasser abzuspülen. Schon stellt sich die Passivschicht 

innerhalb von Stunden wieder her und der Roofinox Edelstahl 

ist 100 % intakt und erhält seine Vorteile wieder.  

• Korrosion: Korrosion ist aus technischer Sicht die Reaktion 

eines Werkstoffs mit seiner Umgebung, die eine messbare 

Veränderung des Werkstoffs bewirkt. Bei Roofinox Edelstahl 

sind die Umgebungseinflüsse, die zu einer Reaktion führen, 

sehr gering. Im normalen Einsatz hat Roofinox Edelstahl  

zwei Hauptanlässe, die ihn rosten lassen: 

 

1. Fremdrost: Wenn durch Abrieb von ungereinigtem Werk-

zeug, Flugrost bspw. durch Trennschleifen, abtropfendes 

Wasser von Stahlbauteilen, etc. Eisenpartikel auf Roofinox 

Edelstahl kommen und zusammen mit Wasser reagieren,  

rostet er zwar, lässt sich aber wieder instand setzen  

(siehe Passivschicht). 



2. Chlorides, salts: If chlorides or de-icing salt used on the 

roads come into contact with Roofinox stainless steel, it will 

also rust. If heavy contact with chlorides or de-icing salt is to 

be expected, then make sure you use Roofinox with the alloy 

316L or higher. 

In both cases, the same applies if detected at an early stage, 

as described in “passive layer”: clean thoroughly, rinse with 

fresh water and Roofinox will be 100% intact. 

•	 Cleaning: Cleaning Roofinox Plus matte is very easy. Basically 

it is a question of what you want to clean. Usually, the cleaning 

effect of rain will suffice. In more demanding cases you can  

spray Roofinox with water. If necessary, mild soapy water  

 

 

 

can be used. It is important not to use chloride-containing or 

abrasive cleaning agents. For special applications or specific 

requirements please contact our technical support so we can 

recommend the right cleaning agent. Steel wool, scouring pads 

etc. are not to be used.

•	 Environmental sustainability: Long-term studies have shown 

that Roofinox stainless steel has no measurable metal removal 

or run-off. Roofinox Plus matte 0.15” is thus ideal for domestic 

water use. There is also no adverse effect on the environment 

or damage to microorganisms in the soil to be expected, which 

means that Roofinox Plus matte is ideally suited for use in 

drinking water protection areas and open waters.

Specific Data Roofinox Plus matte 304

Zinn matt Plus matt
RoofinoxRoofinox

Der Patina EdelstahlDer Charakter Edelstahl

Design: rippgeprägt Design: matt verzinnt

Was macht Roofinox Plus matt so einzigartig? Was macht Roofinox Zinn matt so einzigartig?

Besonders schöne und matte Optik
Erhält duch die Patinierung eine natürlich graue Oberfläche
Ein natürlicher Patinierungsprozess der 0,5 bis 3 Jahre dauert
Ideale Eignung für Dächer
Hervorragende Ergänzung des Chromstahls mit Zinnschicht
Konstante Preise, da nickelfreier Edelstahl
Beste Lötbarkeit aufgrund der Zinnschicht
100% recyclebar

Deutliche Flächenstabilitätssteigerung durch Rippprägung  
beim 0,4 mm starken Edelstahl
20% Preisersparnis pro m2 durch Materialeinsparung
Optische Lichtbrechung für glatteres Erscheinungsbild
Welligkeit kleiner Patzer weniger sichtbar
Unempfindlicher in der Verarbeitung
Noch widerstandsfähiger bei Hagelschlag
Beste Lötbarkeit durch Prägung

0,4 mm 0,5 mm 0,6 mm 0,8 mm

304 316L 304 316L 304 316L 304 316L

500 mm • • • •
600 mm •
625 mm • • • •
800 mm •
1.000 mm • • • •
1.200 mm •
1.250 mm • • • •

0,4 mm 0,5 mm 0,6 mm 0,8 mm

439 304 316L 439 304 316L 304 316L 304 316L

500 mm • • • • •
625 mm • • • •
1.000 mm • • • • • •
1.250 mm

  

 

 

 

nach 2 Jahren Patinierung

bei der Anlieferung

Gegenüberstellung:
Rippgeprägt / 

Glatte Oberfläche

• available on stock

   

Delivery options                      Dimensions

Substrate alloy

Delivery options                      Dimensions

Substrate alloy

• available on stock • orderable
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Roofinox Aktiengesellschaft, Landstraße 39, FL-9490 Vaduz,  
T +432 233 50 75,  F +432 233 50 76, info@roofinox.com, www.roofinox.com

1. Extraneous rust: If iron particles come into contact with Roo-

finox stainless steel – for example through abrasion by a non-cle-

aned tool, rust film caused by abrasive cutting, water dripping 

from steel components etc. – and react with water, it will rust, but 

can nevertheless be easily restored (see “passive layer”). 

2. Chlorides, salts: If chlorides or de-icing salt used on the roads 

come into contact with Roofinox stainless steel, it will also rust. 

If heavy contact with chlorides or de-icing salt is to be expected, 

then make sure you use Roofinox with the alloy 316L or higher. 

 
In both cases, the same applies if detected at an early stage,  

as described in “passive layer”: clean thoroughly, rinse with fresh 

water and Roofinox will be 100 % intact. 

 

• Cleaning: Cleaning Roofinox Classic is very easy. Basically it is a 

question of what you want to clean. Usually, the cleaning effect  

of rain will suffice. In more demanding cases you can spray Roo-

finox with water. If necessary, mild soapy water can be used. It 

is important not to use chloride-containing or abrasive cleaning 

agents. For special applications or specific requirements please 

contact our technical support so we can recommend the right 

cleaning agent. Steel wool, scouring pads etc. are not to be used.

• Environmental sustainability: Long-term studies have shown 

that Roofinox stainless steel has no measurable metal removal 

or run-off. Roofinox Classic is thus ideal for domestic water use. 

There is also no adverse effect on the environment or damage  

to microorganisms in the soil to be expected, which means that 

Roofinox Classic is ideally suited for use in drinking water pro- 

tection areas and open waters.

Specific Data Roofinox Classic 5000 304

Material No. ASTM TYPE 304 according to ASTM A240M

Code names D (DIN/EN) 1.4301 / X 5 CrNi 18-10

USA (ASTM) 304

Japan SUS 304

CIS 08 Ch 18 N 10

Chemical composition
(in % by weight)1)

C Cr Ni Mn

min. - 17.5 8.0 –

max. 0.07 19.5 10.5 2.0

1) Special arrangements may be made within the analysis limits depending on the properties required.

Physical properties Density
kg/dm3

Modulus of elasticity  
in kN/mm2  at 

Thermal expansion in 10-6 · K-1

between 20°C and

20°C 100°C 200°C 300°C 400°C 100°C 200°C 300°C 400°C 500°C

7.9 200 194 186 179 172 16.0 16.5 17.0 17.5 18.0

Mechanical properties
(traverse samples)  

at room temp. to EN 10 088-2  

Dimension range Rp 0.2

(0,2 % yield strength)
N/mm2

Rm 
(tensile strength)
N/mm2

A80 
(elongation)
%

Cold-rolled strip s ≤ 6 ≥ 230 540 – 750 ≥ 45

Minimum properties 
at elevated temperatures

Temperature °C 100 150 200 250 300 350

Rp0,2

(0,2%-yield strength) N/mm2

157 142 127 118 110 104

Thermal conductivity
at 20°C
W/m · K

Specific heat  
capacity at 20°C  
J/kg · K

Electrical  
resistivity at 20°C 

 · mm2/m

Magnetisability

15 500 0.73 present2)

2) Roofinox Plus matte 304 may be slightly magnetic in quenched condition.  
Magnetisability increases with increasing strain hardening.

Product forms cold-rolled wide strip, slit strip, cut sheets.
The marked side is the A-side of the coil.

Tolerances Tolerances according to EN 10259; without or with lowest necessary edge waving, 
will not influence bending or profiling; low warping

Surface finishing specific ribbed surface

 

THICKNESS

6/2015       available on stock         delivery time of 8 weeks        upon request (minimum quantity)

Edge finish cut edges

Dimensions 

Substrate alloy

500 mm 600 mm 1000 mm 1200 mm

1.4301 1.4404 1.4301 1.4404 1.4301 1.4404 1.4301 1.4404

0,4 mm
0,5 mm

Roofinox GmbH, Industriestrasse 11, A-6832 Sulz 
T +43 5522-79040-0, F +43 5522-79040-15, info@roofinox.com, www.roofinox.com


